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3.2.7 Temperature measurement
A To avoid electrical shock and/or damage to the

instrument, do not apply more than 250Vdc or
220Vac rms between the °C terminal and the
COM terminal.
To avoid electrical shock, do not use this
instrument when voltages at the measurement
surface exceed 60v dc or 24v rms. Ac.
To avoid damage or burns. Do not make
temperature measurement in microwave ovens.

To measure temperature:

1. Set the rotary switch to C range and the LCD will show

the current environment temperature.

2. Insert ‘K’ type thermocouples into the COM terminal

and ‘C terminal (or you can insert it by using Multi Function

Socket), Takings care to observe the correct polarity.

3. Touch the object with the thermocouple probe for

measurement.

4. Read the stable reading from LCD.
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3.2.8 Current measurement

To avoid damage to the Meter or injury if the fuse
blows, never attempt an in-circuit current
measurement where the open-circuit potential to
earth is greater than 1000V.

To avoid damage to the meter, check the meter's
fuse before proceeding. Use the proper terminals,
function, and range for your measurement. Never
place the probes in parallel with a circuit or
component when the leads are plugged into the
current terminals.

The Meter's current ranges are 600.0uA, 6000pA,
60.00mA, 600.0mA, 6.000A and 10.00A.

To measure current (set up the Meter as shown in Figure
3-6):

1. Turn off power to the circuit. Discharge all high voltage
capacitors.

2. Set the rotary switch to the uA, mA or Arange.

3. Press the SELECT key to select DCA or ACA
measuring mode.

4. Connect the black test lead to the COM terminal and
the red test leads to the mA terminal for a maximum of
600mA. For a maximum of 10A, move the red test lead to
the A terminal.

5. Break the circuit path to be tested.

Touch the black probe to the more negative side of the
break; touch the red probe to the more positive side of the
break. (Reversing the leads will give a negative reading,

@ OPERATING MANUAL



6000 Counts Digital Multimeter

but will not damage the Meter.)

6. Turn on power to the circuit; then read the display. Be
sure to note the measurement units at the right side of the
display (uA, mA or A). When only the figure "OL"
displayed, it indicates overrange situation and the higher
range has to be selected.

7. Turn off power to the circuit and discharge all high voltage
capacitors. Remove the Meter and restore the circuit to
normal operation.
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OFF (open)

A

OFF (open)

!

&
ON (close)

Figure 3-6 Measuring Current

3.2.9 NCV (Non-Contact Voltage detect)

Set rotary switch to the ACV / EF_ range, Press the SELECT
key to go NCV detect mode. Put the EF-DETECT AREA
close to the AC power cable or the power socket, if AC
electrical voltage is present, the Buzzer warning will sound,
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and the symbol bar “-* will be displayed on the LCD.

The lowest detect voltage is around 50V 50/60Hz.

The LCD display EF, when detect the AC voltage signal, the
LCD display ‘ -’/ --'[* ---[* ---- " from weak to strong.

This function is depending model.

3.2.10 PC Link

The meter has serial data output function. It can be
connected with PC by USB interface, so the measured data
can be recorded, analyzed, processed and printed by PC.
Before use this function, you need install the PC-Link
software and USB driver in your PC.

Keep press RELA more than 2 seconds and the meter enter
PC-Link mode, the symbol “PC-LINK” will appear on LCD,
and the serial data output function is active.

Auto power off function is disable when PCLINK function
active.

PC-LINK SOFT OPERATING MANUAL

1. Make sure the two Install USB driver and Install
software/RUN files in the attached CD successfully
installed before any measurement.

2. Connect the meter's OPTICAL PORT and computer USB
port with the USB cable.

3. Run the PC-LINK software, click the Start button.

4. Keep press RELA key more than 2 seconds on the meter,
the symbol “PC-LINK” will appear on the LCD if the serial
data output function is active.

As for check the USB cable success recognized, we can
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view it in the Device Manager by following these steps:

4 Right-click the My Computer icon on the Windows
desktop, and then click Properties.

¢ Click the Hardware tab and then click Device
Manager.

€ Scroll through the list of installed devices till you locate
the Ports (Com and LPT) entry. Click the plus (+)
beside this entry to view the installed ports, If no errors
occur, the USB to Serial COM Port (COM x) will
appear, COM x is just the proper port, here x is a
specific number.

5. Now the PC-LINK SOFT view the synchronic data or

graph in the software interface.

6. To disable the PCLINK function, Keep press RELA key

more than 2 seconds.

4. TECHNICAL SPECIFICATIONS

4.1 General specifications

Environment conditions:

1000V CAT II and 600V CAT IV

Pollution degree: 2

Altitude < 2000m

Operating temperature: 0~40C, 32F~104T(<80% RH,
<10°C non-condensing)

Storage temperature: -10~60 C, 14F~140°F(<80% RH,
battery removed)

@ OPERATING MANUAL



6000 Counts Digital Multimeter

Temperature Coefficient: 0.1x(specified accuracy) / C
(<18°C or >28C)

MAX. Voltage between terminals and earth ground: 1000V
AC rms or 1000V DC.

Fuse Protection: pA and mA: F 0.63A/1000V @10.3x38; A: F
10A/1000V &310.3x38.

Sample Rate: 3 times/sec for digital data.

Display: 3 5/6 digits LCD display. Automatic indication of
functions and symbols.

Range selection: automatic and manual.

Over Range indication: LCD will display "OL".

Low battery indication: The El: is displayed when the

battery is under the proper operation range.
Polarity indication: "-" displayed automatically.
Power source: 9V =~

Battery type: 6F22.

Dimensions: 190(L)x90(W)x40(H) mm.
Weight: 500g. Approx. (battery included).

4.2 Measurement specifications

Accuracy is specified for one year after calibration, at
operating temperatures of 18C to 28°C, with relative
humidity at less than 80%.

Accuracy specifications take the form of: + (% of Reading +
Number of Least Significant Digits)
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4.2.1 Voltage
DCV:
Range Resolution Accuracy
600mV 0.1mV +(0.5% of rdg +5 digits)
6V 1mV
60V 10mV +(0.8% of rdg +5 digits)
600V 100mV
1000V I\ +(1.0% of rdg +2 digits)
ACV:
Range Resolution Accuracy
600mV 0.1mV
6V 1mV
0V Tomy +(1.0% of rdg + 5 digits)
600V 100mV
1000V 1V +(1.5% of rdg + 5 digits)

Above accuracies can be guaranteed within 5%~100% of

the full range.

The RMS meter has residual value within 10 counts when

the test leads are shorten, but that will not affect the
accuracy of measurement.

1. Frequency Range for ACV: 40Hz~400Hz.

D
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2. Response for ACV: RMS measure, calibrated in rms of

sine wave.
3. Overload Protection: 1000V dc or 1000V ac rms.
4. Input Impedance (Nominal): DC voltage: >10MQ; AC

voltage: >10MQ

4.2.2 Frequency
Logic frequency (1Hz-1MHz)

Range Resolution Accuracy
99.99Hz 0.01 Hz

999.9Hz 0.1 Hz
9.999kHz 0.001kHz +(0.1% of rdg+3digits)
99.99kHz 0.01kHz
999.9kHz 0.1kHz

Linear frequency (6HZ~10KHZ)

Range Resolution Accuracy
99.99Hz 0.01 Hz

999.9Hz 0.1 Hz +(0.05% of rdg+8digits)

9.999kHz 0.001kHz
Above accuracies can be guaranteed within 10%~100% of

the full range.
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4.2.3 Resistance

Range Resolution Accuracy
600.0Q 0.1Q +(0.5% of rdg+3 digits)
6.000k2 10
60.00kQ 10Q .
+(0.5% of rdg+2 digits)
600.0kQ 100Q
6.000MQ 1kQ
60.00MQ 10kQ +(1.5% of rdg+5 digits)
4.2.4 Diode Test
Range Resolution Test Condition
Forward DC current
approximately TmA.
[ 0.001v Reversed DC voltage
approximately 1.5V.
4.2.5 Continuity Check
Range Resolution Test Condition
600Q2 0.1Q Open circuit voltage:
approx. 0.5V

Description: Continuity beeper<500Q
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4.2.6 Capacitance

Range Resolution Accuracy
6nF 1pF +(5.0% of rdg +20 digits)
60nF 10pF +(3.0% of rdg +20 digits)
600nF 100pF
6uF 1nF -
+ (5.0% of rdg+10 digits)
60uF 10nF
600pF 100nF
6mF 1uF +(5.0% of rdg +20 digits)

4.2.7 Temperature

Range Resolution Accuracy
-200~0°C +(5.0% of rdg + 4°C)
0~400°C 1C +(2.0% of rdg+ 3°C)

400~1200°C +(2.0% of rdg+ 2°C)

Note: The specifications of

thermocouple errors.
4.2.8 Current

temperature don’t include

DCA:
Range Resolution Accuracy
600pA 0ApA —
+(1.5% of rdg+3 digit
6000uA 1uA (1.5% of rdg+3 digits)
60mA 0.01mA o o
600mA 01AmA +(1.5% of rdg+3 digits)
6A 1mA
+(1.5% of rdg+5 digits)
10A 10mA
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ACA:
Range Resolution Accuracy
600pA 0.1pA .
+(1.8% of rdg+5 digits)
6000pA 1pA
60mA 0.01mA .
+(1.8% of rdg+5 digits)
600mA 0.1mA
6A 1mA .
+(3.0% of rdg+8 digits)
10A 10mA

Above accuracies can be guaranteed within 5%~100%
of the full range.
The true RMS meter has residual value within 10 counts
when the test leads are shorten, but that will not affect
the accuracy of measurement.
1. Frequency Range for ACA: 40Hz-400Hz
2. Overload protection: F 10A/1000V fuse for 10A
Overload protection: F 0.63A/1000V fuse for pA and mA
ranges.
3. Maximum input current: 600mA dc or 600mA ac rms for uA
and mA ranges, 10A dc or 10A ac rms for 10A ranges.
4. For measurements>6A, 15 seconds ON each 10 minutes;
Above 10A unspecified.

5. MAINTENANCE

This section provides basic maintenance information,
including fuse and battery replacement instructions.

Do not attempt to repair or service your Meter unless you are
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qualified to do so and have the relevant calibration,
performance test, and service information.

5.1 General Maintenance

A To avoid electrical shock or damage to the
meter, do not get water inside the case.
Remove the test leads and any input signals

before opening the case

Periodically wipe the case with a damp cloth and mild
detergent. Do not use abrasives or solvents.

Dirt or moisture in the terminals can affect readings.

To clean the terminals:

Turn the meter off and remove all test leads.

Shake out any dirt that may be in the terminals.

Soak a new swab with a cleaning and oiling agent (such as
WD-40).

Work the swab around in each terminal. The oiling agent
insulates the terminals from moisture-related contamination.

5.2 Fuse replacement

A Before replacing the fuse, disconnect test
leads and/or any connectors from any circuit
under test. To prevent damage or injury
replace the fuse only with specified ratings.

1. Set rotary switch to the OFF position.
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2. Disconnect test leads and/or any connectors from the

terminals.

3. Use a screwdriver to unlock the four screws on the rear

cover.

4. Take out the rear cover from the meter.

5. Remove the fuse by gently prying one end loose, then

sliding the fuse out of its bracket.

6. Install the replacement fuses only with specified ratings: F
0.63A/1000V &110.3x38 and F 10A/1000V ©10.3x38

7. Rejoin the rear cover and tighten the screws.

5.3 Battery replacement

A To avoid false readings, which could lead to
possible electric shock or personal injury,
replace the battery as soon as the battery

indicator (El: ) appears.

Before replacing the battery, disconnect test
leads and/or any connectors from any circuit
under test, turn the meter off and remove test

leads from the input terminals.

1. Set rotary switch to the OFF position.

2. Disconnect test leads and/or any connectors from the
terminals.

3. Use a screwdriver to unlock the two screws on the battery
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cover.

4. Take out the battery cover from the meter.

5. Remove the used battery.

6. Replace with one new 9V battery (6F22).

7. Rejoin the battery cover and tighten the screws.

6. ACCESSORIES

Delivered with the multimeter:

o User's manual One piece
o Test leads One piece
o "K" type Thermocouple One piece
o USB cable One piece
o PC-Link software CD One piece

If there are some changes in accessories,please refer to
the real product as standard.
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